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sPann-boX® size 1
with chain wheel type K-L / Type K-S

chain no.
DIN 8187

no. of teeth Type K-L
heavy tension force 
article no.

Type K-S
heavy tension force 
article no.

Availability

06B-1 20 281 210 005 281 210 001 ”

06B-1 21 281 210 011 281 210 022 ”

06B-1 23 281 210 012 281 210 023 ”

08B-1 16 281 210 014 281 210 024 ”

08B-1 17 281 210 006 281 210 025 ”

08B-1 18 281 210 015 281 210 002 ”

10B-1 14 281 210 016 281 210 026 ”

10B-1 15 281 210 017 281 210 027 ”

10B-1 16 281 210 007 281 210 028 ”

10B-1 17 281 210 018 281 210 003 ”

12B-1 13 281 210 033 281 210 029 ”

12B-1 14 281 210 019 281 210 030 ”

12B-1 15 281 210 008 281 210 004 ”

12B-1 16 281 210 020 281 210 031 ”

12B-1 17 281 210 021 281 210 032 ”

special and stainless steel designs on request ” stocked 

spann-box® size 1 with sprocket is used 
where space is restricted or there are 
high chain speeds (> 1m/s). 

Applications

· high chain speeds
· small return radii
· compensation for high chain  
 elongation

Tensioning pressure

·  heavy spring force

Attachment

· easier assembly thanks to mounting  
 bracket

40mm 67 mm

Type K-L

Type K-S
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