
dIn 8187 chain no. B
mm

long housing, 
light tension force,
article no.

long housing,
heavy tension force
article no.

Stainless steel,
long housing,
heavy tension force
article no.

12B-1 25 281 020 201 281 020 202 282 020 202

16B-1 25 281 020 203 281 020 204 282 020 204

20B-1 25 281 020 205 281 020 206 282 020 206

24B-1 30 281 020 207 281 020 208 282 020 208

08B-2 25 281 020 209 281 020 210 282 020 210

10B-2 25 281 020 211 281 020 212 282 020 212

12B-2 30 281 020 213 281 020 214 282 020 214

16B-2 45 281 020 215 281 020 216 282 020 216

20B-2 55 281 020 217 281 020 218 282 020 218

24B-2 70 281 020 219 281 020 220 282 020 220

08B-3 30 281 020 221 281 020 222 282 020 222

10B-3 40 281 020 223 281 020 224 282 020 224

12B-3 45 281 020 225 281 020 226 282 020 226

16B-3 75 281 020 227 281 020 228 282 020 228

20B-3 90 281 020 229 281 020 230 282 020 230

Special designs on request

tensioning pressure

· Choice of light or heavy spring force

attachment

·  Easier assembly thanks to mounting 
bracket

·  Bore holes in the housing  
(for matching fastening brackets  
refer to pages 124 – 125)

Clamp dimensions (...) for long housing

Like Spann-Box® size 1, Spann-Box® size 2 is available in 
different variants. The steel housing guarantees durability and 
reliability.

reverse operation

If the running direction changes, we recommend using the 
appropriate Spann-Box® size with a long housing. We deliver 
this variant with heavy tension force.

Light Heavy

Tension force

1 released spring 148 – 82 N 262 – 118 N

2 released springs 296 – 164 N 524 – 236 N

3 released springs 444 – 246 N 786 – 354 N

Tension distance 60 mm 60 mm

spaNN-Box® sizE 2 three tension pressure settings

sPann-box® size 2
with arc segment profile

60 mm 75 mm
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