
ROLLER LUBRICATION UNITS TYPE RSM/RSM-B

S
C

H
M

iE
r

S
yS

TE
M

E
S

C
H

M
iE

r
S

yS
TE

M
E

a
c

c
e

s
s

o
r

ie
s

TyPe rsm
 
 For lubricating contact surfaces, chains, 

 and so on
 
 Wheel brush for cleaning extremely dirty  

 chains
 
 bristles: Perlon to 70°c, stainless steel  

 from 70°c
 
 
 

TyPe rsm-b 
 
 oil supply from inside

 
 Variable mount with aluminium clamp on  

 steel c section
 
 Hole pitch adapted for fastening bracket  1  

 (article no. 281 090 001) from murtfeldt sPann- 
 boX®-range (additional assembly aid)

Type A* B* C* Perlon bristles   
article no.

Stainless steel bristles 
article no.

RSM 80 80 137 25 312 800 001 312 800 010

RSM-B 60/20 60 74 20 312 800 002 312 800 011

RSM-B 60/25 60 82 25 312 800 003 312 800 012

RSM-B 60/30 60 91 30 312 800 004 312 800 013

RSM-B 60/40 60 99 40 312 800 005 312 800 014

RSM-B 80/20 80 74 20 312 800 006 312 800 015

RSM-B 80/25 80 82 25 312 800 007 312 800 016

RSM-B 80/30 80 91 30 312 800 008 312 800 017

RSM-B 80/40 80 99 40 312 800 009 312 800 018

* All dimensions in mm
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