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Fittings
For copper pipe

Straight screwed coupling
brass, nickel-plated

Type For ED*
pipe

Connection 
G

L1* i* l* D1* S1* S* Article no. Avail-
ability

851m - 6 ¹/8 6 g ¹/8" 21.5 6 12.5 - 12 13 313 100 001 @

851m - 8 ¹/8 8 g ¹/8" 25.0 6 14.0 15.5 13 14 313 100 002 @

851m - 6 ¹/4 6 g ¹/4" 22.0 8 13.0 - 12 17 313 100 012 @

851m - 8 ¹/4 8 g ¹/4" 25.5 8 14.5 15.5 13 17 313 100 013 @

@ available at short notice on request* all dimensions in mm

Angled screwed coupling (bevelled)
brass, nickel-plated

Type For ED*
pipe

Connection 
G

L1* i* l* D1* S1* S* Article no. Avail-
ability

850m - 6 ¹/8 k 6  ¹/8 k 24.0 17 8.8 15.0 12 8 313 100 005 @

850m - 8 ¹/8 k 8  ¹/8 k 28.5 17 7.5 15.5 13 10 313 100 006 @

@ available at short notice on request

Straight female coupling
brass, nickel-plated

Type For ED* 
pipe

Connection 
G

L1* i* l* D1* S1* S* Article no. Avail-
ability

846m - 6 ¹/8 6 g ¹/8" 27.0 8 18.0 - 12 13 313 100 003 @

846m - 8 ¹/8 8 g ¹/8" 30.5 8 19.5 15.5 13 14 313 100 004 @

@ available at short notice on request* all dimensions in mm

* all dimensions in mm
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Angled female coupling
brass, nickel-plated

Type For 
ED*
pipe

Connection
G

L1* L1* i* l* D1* S1* S* Article no. Avail-
ability

849m - 6 ¹/8 6 g ¹/8" 24.0 20 8 15.0 - 12 10 313 100 007 @

849m - 8 ¹/8 8 g ¹/8" 28.5 20 8 17.5 15.5 13 10 313 100 008 @

@ available at short notice on request* all dimensions in mm

T fitting
brass, nickel-plated

Type For ED*
pipe

L2* i* D1* S1* S* Article no. Avail-
ability

845m - 6   6 24.0 15.0 - 12   8 313 100 009 @

845m - 8   8 28.5 17.5 15.5 13 10 313 100 010 @

845m - 10 10 37.5 23.0 20.0 17 13 313 100 011 @

@ available at short notice on request* all dimensions in mm
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Fittings
For PVC and PA 12W hose

Straight screwed couplings
brass, nickel-plated

Type For D/d
pipe

Connection 
G

Nominal 
width *

L1* i* D1* S1* S* Article no. Avail-
ability

151m - ⁶⁄4 - ¹⁄8 ⁶⁄4 g ¹⁄8" 3.3 18.5 6 11.5 10 13 313 200 001 @

151m - ⁸⁄6  - ¹⁄8 ⁸⁄6 g ¹⁄8" 5.3 18.5 6 13.5 12 13 313 200 002 @

151m - ¹⁰⁄8 - ¹⁄8 ¹⁰⁄8 g ¹⁄8" 5.1 20.0 6 15.5 13 14 313 200 003 @

151m - ⁶⁄4  - ¹⁄4 ⁶⁄4 g ¹⁄4" 3.3 19.0 8 11.5 10 17 313 200 021 @

151m - ⁸⁄6 - ¹⁄4 ⁸⁄6 g ¹⁄4" 5.3 19.0 8 13.5 12 17 313 200 022 @

151m - ¹⁰⁄8  - ¹⁄4 ¹⁰⁄8 g ¹⁄4" 7.0 20.5 8 15.5 13 17 313 200 023 @

@ available at short notice on request* all dimensions in mm

Angled screwed couplings (bevelled)
brass, nickel-plated

Type For ED*
pipe

Connection 
G

Nominal 
width *

L2* L3* i* D1* S1* S* Article no. Avail-
ability

150m - ⁶⁄4  - ¹⁄8 k ⁶⁄4 ¹⁄8k 3.3 21.5 17 7.5 11.5 10 8 313 100 006 @

150m - ⁸⁄6  - ¹⁄8 k ⁸⁄6 ¹⁄8k 4.6 21.5 17 7.5 13.5 12 8 313 100 007 @

150m - ¹⁰⁄8  - ¹⁄8 k ¹⁰⁄8 ¹⁄8k 5.6 24.0 17 7.5 15.5 13 10 313 100 008 @

@ available at short notice on request

Straight female couplings
brass, nickel-plated

@ available at short notice on request* all dimensions in mm

* all dimensions in mm

Type For D/d
pipe

Connection 
G

Nominal 
width *

L1* i* l* d1* D1* S1* S* Article no. Avail-
ability

146m - ⁶⁄4 - ¹⁄8 ⁶⁄4 g ¹⁄8" 3.3 24 8 - 5.5 11.5 10 13 313 200 004 @

146m - ⁸⁄4  - ¹⁄8 ⁸⁄4 g ¹⁄8" 5.3 24 8 7 5.5 13.5 12 13 313 200 005 @
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Angled female couplings 
brass, nickel-plated

@ available at short notice on request* all dimensions in mm

T screwed coupling (bevelled)
brass, nickel-plated

@ available at short notice on request* all dimensions in mm

T fittings
brass, nickel-plated

@ available at short notice on request* all dimensions in mm

Type For 
ED/d
pipe

Connec-
tion G

No-
minal 
width*

L2* L7* D1* S1* D2* S2* S* Article no. Avail-
ability

154m - ⁶⁄4 ⁶⁄4 ⁶⁄4 3.3 21.5 21.5 11.5 10 11.5 10 8 313 200 014 @

154m - ⁸⁄6  - ⁶⁄4 ⁸⁄6 ⁶⁄4 5.3/3.3 21.5 21.5 13.5 12 11.5 10 8 313 200 015 @

154m - ⁸⁄6 ⁸⁄6 ⁸⁄6 5.3 21.5 21.5 13.5 12 13.5 12 8 313 200 016 @

154m - ¹⁰⁄8  - ⁶⁄4 ¹⁰⁄8 ⁶⁄4 7/3.3 24.0 23.0 15.5 13 11.5 10 10 313 200 017 @

154m - ¹⁰⁄8  - ⁸⁄6 ¹⁰⁄8 ⁸⁄6 7/5.3 24.0 23.0 15.5 13 13.5 12 10 313 200 018 @

154m - ¹⁰⁄8 ¹⁰⁄8 ¹⁰⁄8 7 24.0 24.0 15.5 13 15.5 13 10 313 200 019 @

Type For D/d
pipe

Connec-
tion G

No-
minal 
width*

L2* L3* i* D1* S1* S* Article no. Avail-
ability

141m - ⁶⁄4 - ¹⁄8 k ⁶⁄4 ¹⁄8k 3.3 21.5 17 7.5 11.5 10 8 313 100 011 @

141m - ⁸⁄6 - ¹⁄8 k ⁸⁄6 ¹⁄8k 4.6 21.5 17 7.5 13.5 12 8 313 100 012 @

141m - ¹⁰⁄8 - ¹⁄8 k ¹⁰⁄8 ¹⁄8k 5.6 24.0 17 7.5 15.5 13 10 313 100 013 @

Type For D/d
pipe

Connec-
tion G

No-
minal 
width*

L2* L2* i* D3* D1* S1* S* Article no. Avail-
ability

149m - ⁶⁄4 - ¹⁄8 ⁶⁄4 g ¹⁄8 " 3.3 22.5 20 8 13 11.5 10 10 313 200 009 @

149m - ⁸⁄6  - ¹⁄8 ⁸⁄6 g ¹⁄8 " 5.3 22.5 20 8 13 13.5 12 10 313 200 010 @
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Reducing nipple (cylindrical)
brass, nickel-plated

Type Connection 
G1

Connection 
G2

L1* i1* S* Article no. Avail-
ability

252m - ¹⁄8 - ¹⁄4 g ¹⁄8 " g ¹⁄4 " 19.0 6 17 313 300 001 @

252m - ¹⁄8  - ³⁄8 g ¹⁄8 " g ³⁄8 " 20.0 6 19 313 300 002 @

252m - ¹⁄8 - ¹⁄2 g ¹⁄8 " g ¹⁄2 " 24.0 6 24 313 300 003 @

253m - ¹⁄4 - ¹⁄8 g ¹⁄4 " g ¹⁄8 " 13.0 8 17 313 300 004 @

253m - ³⁄8  - ¹⁄8 g ³⁄8 " g ¹⁄8 " 14.0 9 19 313 300 005 @

253m - ¹⁄2 - ¹⁄8 g ¹⁄2 " g ¹⁄8 " 15.5 10 24 313 300 006 @

@ available at short notice on request* all dimensions in mm

@ available at short notice on request

Double nipple
brass, nickel-plated

@ available at short notice on request* all dimensions in mm

Type G1 G2 L S Article no. Availability

250m  - ¹⁄8 ¹⁄8" ¹⁄8" 16.5 13 314 100 001 @

251m - ¹⁄8 k - ¹⁄4  k ¹⁄8 k ¹⁄4 k 23.5 14 314 100 002 @

251m - ¹⁄4 k - ³⁄8  k ¹⁄4 k ³⁄8  k 27.5 17 314 100 003 @

250m - ¹⁄8 k ¹⁄8 k ¹⁄8 k 19.5 10 314 100 004 @

Angle pieces (cylindrical)
brass

Type Connection G Article no. Availability

303w  - ¹⁄8 g ¹⁄8 " 313 400 001 @
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