
Automatic lubrication systems  

Type Thread E Thread F A* B* C* D* Capacity Plexiglas  
article no.

Natural glass
article no.

ELO 140 G ½ " G¹⁄4 " 150 60 60 15 140ml 311 500 009 311 500 017

ELO 200 G ½ " G¹⁄4 " 170 80 60 15 200ml 311 500 025 311 500 033

ELO 500 G ½ " G¹⁄4 " 200 100 80 15 500ml 311 500 041 311 500 049

ELO 1000 G ½ " G¹⁄4 " 240 120 100 15 1000ml 311 500 057 311 500 065

ELO 2000 G ½ " G¹⁄4 " 285 150 133 15 2000ml 311 500 073 311 500 081

ELO 3000 G ½ " G¹⁄4 " 315 180 150 15 3000ml 311 500 089 311 500 097

Type ELO
Nickel-plated brass

 
	S uitable for one lubricating point

 
	 Filling tray with dust cover

 
	 Precise drip dosing via regulating spindle

 
	 Good visual control of drippage

Unlike manual systems, the open + close 
function of automatic lubrication systems is 
regulated electronically. This is done either 
via the existing machine control unit or via a 
freely programmable impulse generator. The 
systems guarantee the optimum dosing of the 
oil reservoir.

Protection class: In accordance with DIN 40050 IP 20 
Duty cycle: 50% (max. 4 hours continuous with RT)
Required nominal power: 12VA (for ELO 40 5VA)
Number of drips: approx. 45 drips on 1 ml

**	  Article numbers apply for 230V, 50Hz. 
	 If a different voltage is required, state  
	 your specifications.

* 	 All dimensions in mm

ELECTRICAL CONNECTIONS
Standard designs for automatic lubrication systems

230V / 50Hz 230V / 60Hz 110V / 50Hz 48V / 50Hz 24V / 50Hz 24V / 60Hz 24V / DC 12V / DC
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